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(57) ABSTRACT

Described is a pyrolysis system including an entrained flow
pyrolyzer having an opening through which biomass can be
added. The pyrolyzer also has an inlet for hot exhaust gas, an
outlet for pyrolyzed biomass and an outlet for syngas. The
system has a burner for producing hot exhaust gas and a
conduit between the burner and the hot exhaust gas inlet. A
syngas extraction means for extracting syngas from the pyro-
lyzer. The syngas extraction means extracts syngas from the
pyrolyzer at a rate such that the internal pressure within the
pyrolyzer never exceeds the pressure external to the pyro-
lyzer.
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1
PYROLYSER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to PCT/GB2010/001329,
filed Jul. 13, 2010, which claims priority to UK Application
No. 0912214 .4, filed Jul. 14, 2009, incorporated herein by
reference.

This invention relates to pyrolysers, in particular to pyroly-
sers for pyrolysing waste to produce syngas.

It is well known that pyrolysis of biomass, which can
include waste materials containing biomass, can be used as a
process to produce syngas (synthesis gas), which can then
either be further processed. The production of syngas is often
one step in waste to energy systems.

Typically, in waste to energy systems, waste containing
biomass is pyrolysed in a pyrolyser and the syngas is then
either combusted directly in a gas engine to produce energy,
or alternatively can be further processed to produce synthetic
natural gas.

There are several known problems with the current pro-
cess. One known problem arises out of the fact that syngas,
comprising mainly of carbon monoxide and hydrogen, is a
dangerous substance. Not only is it highly flammable due to
its hydrogen content but it is also highly toxic due to its carbon
monoxide content. Accordingly, as gas is produced from the
pyrolysis of biomass, pressure is generated in the pyrolyser
and known pyrolysers are sealed systems to contain this pres-
surised gas. While sealing a pipe system for distributing the
syngas downstream of the pyrolyser is not problematic, seal-
ing large vessels into which biomass must be added through
openings is problematic and leads to overly complex systems.
Furthermore, as the pyrolysers run at high temperatures, stan-
dard sealing materials can not be used.

Another known problem with pyrolysers is that, typically,
heat is applied to a drum or pipe through which the biomass
passes. As heat is applied to the biomass indirectly through a
surface thermal losses reduce the efficiency of the system.

A further problem associated with biomass pyrolysis, and
in particular with waste to energy systems is that, depending
on the biomass being pyrolysed the syngas produced will
contain a varying amount of gaseous tar. While this is not
problematic in the pyrolyser itself, in waste/biomass to
energy systems wherein the syngas is combusted in a gas
engine the cooling of the syngas in the engine, or in the
pipelines leading to the engine, causes tar to condense out of
the syngas where it is deposited on the interior surface of the
engine/gas feed pipes. This is a serious problem which can
badly damage gas engines. Although it is possible to over-
come this by maintaining the pipes and engine at an elevated
temperature this is a costly and energy inefficient process.

It is the purpose of the present invention to provide an
improved pyrolyser, and biomass to energy system that at
least partially mitigates some of the above problems.

According to a first aspect of the present invention there is
provided a pyrolysis system comprising: an entrained flow
pyrolyser having: an opening through which biomass can
added; an inlet for hot exhaust gas; an outlet for pyrolysed
biomass and an outlet for syngas; a burner for producing hot
exhaust gas; a conduit between the burner and the hot exhaust
gas inlet; a syngas extraction means for extracting syngas
from the pyrolyser; wherein:

the syngas extraction means extracts syngas from the

pyrolyser at a rate such that the internal pressure within
the pyrolyser never exceeds the pressure external to the
pyrolyser.
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The invention therefore provides a pyrolysis system that
overcomes the problems associated with high pressure syn-
gas and obviates the necessity of providing a fully pressure
sealed pyrolyser. Particularly beneficial of such a balanced
pressure system is that the removal of the necessity to prevent
pressure induced outflow of syngas via the pyrolysed biomass
(hereinafter “char”) outlet, or the biomass inlet. In a preferred
system the syngas extraction means may extract syngas at a
rate slightly higher than the rate that it is produced so as to
maintain the pressure within the pyrolyser slightly below
atmospheric pressure. In this manner a slight inflow of air is
maintained so as to further reduce any danger of syngas
escaping the system, although, so as to minimise oxygen
entering the pyrolyser any inflow of air will preferably be
minimised.

In a preferred arrangement the system further comprises: a
flow path that conveys a proportion of the extracted syngas to
the burner such that, in use, the burner combusts syngas
produced in the pyrolyser to produce said hot exhaust gas. In
this way the need for external fuel to heat the pyrolyser is
minimised and, during use, the process becomes largely self
sustaining.

Preferably the system further comprises an energy con-
verter for combusting syngas and converting it to electrical
energy. More preferably the energy converter is a gas engine.

It is preferred that the system further comprises a thermal
oxidiser, in fluid communication with the syngas outlet, in
which, in use, any excess syngas not combusted in the burner,
or in the energy converter, is converted into inert gas.

The pyrolysis system preferably also comprises a cooling
system for cooling the pyrolysed biomass to a temperature
below which it will ignite upon exposure to oxygen.

Preferably the syngas extraction means comprises a vari-
able speed pump, more preferably the syngas extraction
means comprises a first variable speed pump for conveying
syngas from the pyrolyser to the burner and a second variable
speed pump for conveying syngas from the pyrolyser to the
energy converter.

In a preferred arrangement the system further comprises a
pressure release flow path interconnecting the outlet of the
pyrolyser with the thermal oxidiser, the pressure release flow
path having therein a pressure release means whereby, in use,
if the syngas pressure in the pyrolyser exceeds a specific
pressure the pressure release means will open allowing the
excess gas pressure from the pyrolyser to flow into the ther-
mal oxidiser wherein the syngas is converted into inert gas. In
this manner pressure build up within the pyrolyser to a level at
which syngas will escape the pyrolyser is prevented. Prefer-
ably the pressure release means comprises means for alerting
an operator when the pressure release means opens thereby
alerting the operator that the pressure within the pyrolyser is
attempting to rise above its desired operational pressure.

Preferably the pyrolyser is arranged such that biomass and
exhaust gas pass therethrough in opposite directions. In a
preferred arrangement the exhaust gas enters the pyrolyser
through a substantially cone shaped section and wherein the
outlet for pyrolysed biomass is at the point of the cone such
that as the biomass approaches the outlet the distance from the
surface of the cone to the centre of the biomass across its cross
section reduces. In this manner, as the biomass approaches
the char outlet the heat transfer into the biomass is greater
thereby increasing its temperature and ensuring that the bio-
mass is fully pyrolised as it approached the char outlet.

According to a second aspect of the invention there is
provided a method of producing clean syngas comprising:
pyrolysing biomass to produce a stream of hot syngas; pass-
ing the hot syngas through a condenser to reduce its tempera-
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ture until 100% tar saturation is reached; continuing to cool
the syngas, in the condenser, so as to condense tar from the
syngas; and re-heating the syngas, downstream of the con-
denser, so as to reduce the tar saturation to below 100%.

In this manner the dew point of the gassified tar content of
the syngas is reduced to a temperature below the downstream
temperature of the syngas such that no further tar condenses
from the syngas. In this manner the syngas can be used in any
manner of applications, for example it can be used to power a
gas engine, in which condensation of tar would otherwise be
problematic

Preferably the method further includes the step of, prior to
passing the hot syngas through the condenser, passing the hot
syngas through a hot cyclone separator to remove dust from
the hot syngas.

Preferably the method includes the step of, prior to passing
the hot syngas through the condenser, passing the hot syngas
through a cool cyclone separator to further remove dust from
the hot syngas and to reduce the temperature of the hot syn-
gas.

The step of passing the hot syngas through a condenser
may comprise passing the hot syngas through at least one of
a plurality of condensers.

Preferably the method further includes periodically per-
forming the step of regenerating the condensers to at least
partially remove tar deposited on the interior surfaces thereof.
Although the condensers will be provided with drains to
allow the condensed tar to drain therefrom, tar deposits will
from on the interior walls of the condenser, reducing the
thermal efficiency thereof. By periodically regenerating the
condensers to remove any tar deposits therefrom the thermal
efficiency of the condensers can be improved.

Preferably regenerating the condensers comprises turning
off one of the condensers so as to prevent the cooling of the
syngas passing therethrough, and circulating a portion of the
hot syngas from the pyrolyser through said one of the con-
densers and into a burner feeding into the pyrolyser such that
the hot syngas liquefies and/or gassifies at least the majority
of the tar deposits within said one of the condensers. The
liquefied tar will be at a higher temperature and therefore its
viscosity will reduce allowing it to flow form the surface of
the condensers and accumulate in the drain and any gassified
tar will be recirculated back into a burner feeding the pyroly-
ser with hot gas.

According to a third aspect of the invention there is pro-
vided an apparatus for producing clean syngas comprising: a
pyrolyser in which biomass is pyrolised to produce a stream
of hot syngas; at least one condenser, downstream of said
pyrolyser, through which the hot syngas passes so as to reduce
its temperature until 100% tar saturation is reached thereby
causing tar to condense from said syngas; and means of
re-heating the syngas, downstream of the condenser, so as to
reduce the tar saturation of the downstream syngas to below
100%.

Preferably the apparatus further includes a hot cyclone
separator between the pyrolyser and the at least one con-
denser to remove dust from the hot syngas.

The apparatus may include at least one cool cyclone sepa-
rator between hot cyclone separator and the condenser
through which the hot syngas passes to further remove dust
therefrom and to reduce the temperature of the hot syngas.

Sid at least one condenser may comprise a plurality of
condensers and in a preferred arrangement the apparatus fur-
ther comprises: a conduit connecting the outlet of each of said
condensers to a feed line for external downstream use; a
conduit connecting the outlet of each of said condensers to a
feed line to a burner for heating the pyrolyser; and valve
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means to selectively direct syngas passing through the outlet
of each of said condensers either to the feed line for external
downstream use, or to the feed line to the burner for heating
the pyrolyser. Preferably the apparatus comprises a cooling
system for providing cooling fluid to each of said plurality of
condensers, the cooling system comprising valve means for
selectively controlling the flow of cooling fluid to each of said
plurality of condensers. Accordingly the method of regener-
ating the condensers according to the second aspect of the
invention can be performed by the apparatus of the third
aspect of the invention.

In a preferred arrangement the apparatus further comprise
a gas engine downstream of said at least one condenser and a
control means to control said at least one condenser, wherein
the control means controls the condenser to cool the syngas
passing therethrough to a temperature below the minimum
temperature the syngas will experience within the gas engine.
In this manner condensation of tar within the gas engine is
prevented as the syngas passing through the gas engine is
maintained at a temperature above the tar dew point of the gas.

According to a forth aspect of the invention there is pro-
vided a system according to the first aspect of the invention
further including the apparatus of the third aspect of the
invention.

Specific embodiments of the present invention are
described, by way of example, in detail below with reference
to the accompanying drawings in which:

FIG. 1 shows schematic diagram of a pyrolysis system in
accordance with the first aspect of the invention;

FIG. 2 shows a schematic diagram of an apparatus for
producing clean syngas in accordance with the third aspect of
the invention; and

FIG. 3 shows a pyrolyser for use with the system according
to the first aspect of the invention or the apparatus in accor-
dance with the third aspect of the invention.

Referring to FIG. 1 a schematic diagram of a pyrolysis
system is shown comprising a pyrolyser 2 having an inlet 4
through which biomass is added via hopper 6 and screw
feeder 8. A lower conical area of the pyrolyser 2 is supplied
with hot gas from burner 10, 12 via conduit 14. The hot
exhaust gas enters the pyrolyser in the conical region at a
temperature of approximately 800 degrees centigrade. One
burner 10 is powered by diesel, or alternative fuel and is used
on start up of the system and a second burner 12 burns syngas
produced by the pyrolyser.

Atthe bottom of the conical area ofthe pyrolyser 2 is a char
outlet 16 through which fully pyrolysed biomass can exit. The
char then passes through a screw conveyor 18 which is cooled
by a pumped water cooling system 20. When the char exits the
conveyor 18 it is sufficiently cooled that it does not ignite on
contact with the oxygen in the air.

The pyrolyser 2 pyrolyses the biomass and produces syn-
gas according to known pyrolysis reactions that occur at
approximately 250 to 450 degrees centigrade. The syngas
exits the pyrolyser 2 through syngas outlet 22 at approxi-
mately 400 degrees centigrade. A conduit 24 having a pres-
sure relief means joins the pyrolyser 2 to a thermal oxidiser
28. In the event that pressure in the pyrolyser 2 exceeds a
desired temperature the pressure relief means 26 opens allow-
ing excess gas within the pyrolyser to pass therethrough and
become oxidised in the thermal oxidiser 28 to form inert
gasses.

A conduit leads from the pyrolyser 2 to a cyclone filter 30
that performs an initial filter on the hot syngas and separates
out larger dust particles or other solids entrained in the syngas
flow. Downstream from the cyclone filter 30 are a series of
smaller cyclone filters 32 that further filter smaller particles
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from the syngas. The syngas is also cooled in these filters
from approximately 400 degrees centigrade to approximately
100 degrees centigrade. Before passing through a variable
speed pump 34. The pump 34 is run at a speed to constantly
draw off syngas from the pyrolyser 2 through the filters 30,
32. The pump 34 is operated to draw off syngas from the
pyrolyser at a rate such that the pressure within the pyrolyser
2 does not exceed the surrounding atmospheric pressure. In
this manner, as there is no pressure drop between the interior
of the pyrolyser to the exterior of the pyrolyser the syngas
produced does not need to be contained by pressure seals etc.
The pump 34 may be run such that there is a slightly lower
pressure in the pyrolyser than the surrounding atmospheric
pressure. Further to preventing gas from seeping from the
pyrolyser, ensuring a slight pressure drop between the exte-
rior of the pyrolyser and the interior of the pyrolyser a small
constant inflow of air to the pyrolyser is obtained, further
preventing any danger of syngas escaping. It will be appreci-
ated that the amount of air being drawn into the pyrolyser
should not be sufficient to alter the reaction chemistry of the
pyrolysis therein. Downstream of the pump 34 the syngas
conduit splits into three flowpaths. The first flow path con-
nects the pump 34 to a gas engine 36 via a fine filter 38, to filter
the airto 30 .mu.m, and a valve 40. An auxiliary supply of gas
42 is also supplied which can be used on system start-up to
replace or supplement the syngas until sufficient syngas is
being produced by the pyrolyser to power the gas engine 36.
The gas engine 36 is used to create electricity, at least some of
which may be used locally to power the system.

A second flow path leads form the pump 34 to the burner 12
via a valve 44. Control of the valve 44 enables syngas to be fed
into the burner 12 that creates the hot gas that powers the
pyrolyser. By using the syngas produced from the pyrolysis to
at least partially produce the heat needed to maintain the
pyrolysis process dependence on external fuel to power the
process can be minimised and in may cases restricted to start
up conditions. The third flow path leads from the pump 34 to
the thermal oxidiser 28. This conduit further splits into two
flowpaths, each with an individual flow control valve 46, 48.
Valve 48 is maintained, open during use and allows a very
small flow of syngas through to pilot burner 50 and valve 46
is controlled through the process to control flow of syngas to
burner 52 and enables any excess vas, not cycled back to the
burner 12, or not combusted in gas engine 36, to be safely
oxidised in the oxidiser. The oxidiser 28 is also provided with
an independent pilot 54 that burns an auxiliary fuel and which
is maintained alight during start up conditions at which time
sufficient syngas may not be being produced to power the
syngas pilot 50. A fan/motor 56 provides a flow of oxygen
containing air into the thermal oxidiser 28. The system may
be provided with various temperature, pressure and flow sen-
sors through out to assist in maintaining and monitoring the
system. The use of most of such monitoring and control
systems will be apparent to someone skilled in the art. The
pyrolyser has pressure sensors therein to ensure that the pres-
sure within the pyrolyser 2 is maintained at, or below, a
desired pressure and may feedback to the variable speed
pump. In this manner, on start up, as the pyrolysis reaction
starts to occur and the volume of syngas being produced starts
to increase, the speed of the pump 34 can be automatically
increased to draw off sufficient syngas from the pyrolyser 2.

Referring to FIG. 2 the pyrolyser 2 and biomass feed sys-
tem are the same as described in relation to FIG. 1 and a
pyrolyser 2 having an inlet 4 through which biomass is added
via hopper 6 and screw feeder 8. A lower conical area of the
pyrolyser 2 is supplied with hot gas from burner 10, 12 via
conduit 14. The hot exhaust gas enters the pyrolyser in the
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conical region. One burner 10 is powered by diesel, or alter-
native fuel and is used on start up of the system and a second
burner 12 burns syngas produced by the pyrolyser. At the
bottom of the conical area of the pyrolyser 2 is a char outlet 16
through which fully pyrolysed biomass can exit.

The pyrolyser 2 pyrolyses the biomass and produces syn-
gas according to known pyrolysis reactions. The syngas exits
the pyrolyser 2 through syngas outlet 22. A conduit as
described in reference to FIG. 1 joins the pyrolyser 2 to a
thermal oxidiser (not shown) and operates in the same way.

A conduit leads from the pyrolyser 2 to a cyclone filter 30
that performs an initial filter on the hot syngas and separates
out larger dust particles or other solids entrained in the syngas
flow. Downstream from the cyclone filter 30 are a series of
smaller cyclone filters 32 that further filter smaller particles
from the syngas. The syngas is also cooled in these filters
from approximately 400 degrees centigrade to approximately
100 degrees centigrade. A filter bypass is provided to enable
the filers 32 to be isolated without stopping the system which
greatly improves possibilities for servicing the filters 32 with-
out shutting down the process. Downstream of the filters 32
the flow path splits into three parallel flowpaths, each of
which pass through a condenser 58. The condensers are
cooled by a circulating coolant which is pumped around the
system by coolant pump 60 and via expansion tank 62. The
condensers cool the syngas passing therethrough and, as the
syngas cools the relative tar humidity increases until, 100%
tar humidity the tar starts to condense out of the syngas. As the
temperature drops further the tar continues to condense out
and forms liquid tar which drains from the system at tar drains
64. When the syngas exits the condensers its temperature
increases, thereby reducing the relative tar humidity of the gas
to below 100% thereby preventing any further tar condensing
therefrom, unless the syngas temperature falls to a tempera-
ture equal to or less than the lowest temperature it experi-
enced in the condenser 58. The exiting syngas therefore has a
tar content far lower than the syngas entering the condensers
and the 100% tar humidity temperature, which is dependant
on the tar content, is significantly lowered. Accordingly, pro-
viding the temperature of the exiting syngas is maintained
above this much lowered tar dew point no further tar will
condense out of the syngas enabling it to be processed far
more easily. This is especially advantageous as tar condensa-
tion within syngas engines used, for example, to convert the
syngas to electrical energy are susceptible to damage and
reduced life caused by tar condensates accumulating therein.

The three condenser flow paths then rejoin one another and
pass through multi speed pump 34 which operates to draw
syngas from the pyrolyser 2 and directs it either to a gas
engine 36, via filter 38, or to a thermal oxidiser as shown in
FIG. 1. The pump 36 may be controlled as described in
relation to FIG. 1 to prevent pressure build up within the
pyrolyser 2. Each condenser inlet and outlet flow path has a
valve 74, 76 therein so that syngas can be controlled to flow
through one, two or three of the condensers 58. A cooling
filter bypass conduit 66 can selectively feed hot syngas from
the flow path joining the filter 30 with the filters 32 directly
into selective ones of the condensers 58 via valves 68; and
burner feed flowpaths, each having valves 70 therein connect
the condenser 58 outlets to a burner feed pump 72 to selec-
tively feed syngas passing through the condensers into the
burner 12 to create the necessary heat for the pyrolysis.

In use, selective control of valves 70, 74 and 76, together
with control of pumps 34 and 72 allow syngas to be passed
selectively through one or more of the condensers and then
the syngas flow to be split such that some of the syngas is
directed to the burner 12 to power the pyrolysis process and
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some of the syngas is directed to the gas engine 36 wherein it
is combusted to produce energy.

In use, although the majority of the tar will drain from the
condensers via tar drains 64, some tar deposits will build up
on the cold interior of the condensers. This build up of tar
reduces the thermal efficiency of the condensers and is not
desirable. By closing valves 74 and 76, opening valves 68 and
70, and stopping cooling pump 60, hot syngas can circulate
through the condensers 58 and back into the burner 12 with-
out being cooled. This will cause the temperature of the
condensers to quickly become elevated reducing the viscosity
of the tar and causing a large amount of the tar that has
accumulated on the cold interior of the condensers 58 to flow
therefrom. Some of the tar will also become gassified and will
exitthe condensers 58 along with the syngas and be redirected
to the burner 12. As each condenser has its own set of valves
68, 70 74, 76 associated therewith the system can operate
normally using one or two condensers to remove tar from
syngas being directed to the gas engine and the other con-
densers can have their valves switched to put them into a
regeneration cycle thereby enabling the removal of tar depos-
its therefrom without effecting the overall operation of the
system.

It will be appreciated that the embodiments described in
relation to FIG. 1 and FIG. 2 may be combined to create a
system having all the features of' both systems. Equally it will
be appreciated by the skilled person that specific features of
the first or second embodiment may be incorporated into the
other.

Referring to FIG. 3 a pyrolyser 2 is shown comprising a
substantially upright vessel 80 having a conical lower section
with openings 82 therein. The vessel has a biomass inlet 4 at
the top through which biomass 84 can be added to the pyroly-
ser. Hot exhaust gas is fed into the pyrolyser via conduit 14
and passes through the openings 82 to come into direct con-
tact with the biomass. The biomass pyrolyses around its
boundary layer with the hot gas and fully pyrolysed biomass
is removed from the bottom of the pyrolyser via char outlet
16. As the biomass pyrolyses it produces syngas which is
drawn off from the pyrolyser via syngas outlet 22. The pyroly-
ser may be positioned vertically as depicted or may, alterna-
tively be positioned at an incline. In either position, but par-
ticularly when positioned at an incline, the pyrolyser may be
rotated so as to cause the biomass therein to move in a tum-
bling motion increasing its exposure to the hot exhaust gas.

It will be appreciated by the skilled person that in place of
the pyrolyser described in reference to FIG. 3 other types of
pyrolyser may be used in the systems shown in FIGS. 1 and 2,
for example a horizontal rotary pyrolyser may be used which
may provide a through flow from biomass introduced at one
end to char expelled, or removed, from the other end.

The invention claimed is:

1. A pyrolysis system comprising:

an entrained flow pyrolyser having: an opening through

which biomass can be added; an inlet for hot exhaust
gas; an outlet for pyrolysed biomass and an outlet for
syngas;

a burner for producing hot exhaust gas;

a conduit between the burner and the hot exhaust gas inlet;

asyngas extractor for extracting syngas from the pyrolyser;

wherein:

the syngas extractor is configured to extract syngas from

the pyrolyser at a variable rate such that the internal
pressure within the pyrolyser never exceeds the pressure
external to the pyrolyser, and

wherein the syngas extractor is a variable speed pump.
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2. A pyrolysis system according to claim 1 further com-
prising:

a flow path configured to convey a proportion of the
extracted syngas to the burner such that the burner com-
busts said syngas produced in the pyrolyser to produce
said hot exhaust gas.

3. A pyrolysis system according to claim 2 and further
comprising an energy converter configured to combust syn-
gas and convert it to electrical energy, wherein the syngas
extractor comprises:

a first variable speed pump configured to convey syngas

from the pyrolyser to the burner; and

a second variable speed pump configured to convey syngas
from the pyrolyser to the energy converter.

4. A pyrolysis system according to claim 2 further com-

prising:

athermal oxidizer, in fluid communication with the syngas
outlet, configured to convert any excess syngas not com-
busted in the burner into inert gas.

5. A pyrolysis system according to claim 4 wherein the

system further comprises:

a pressure release flow path interconnecting the outlet of
the pyrolyser with the thermal oxidizer, said pressure
release flow path having therein a pressure reliever con-
figured such that, in use, if the syngas pressure in the
pyrolyser exceeds a specific pressure the pressure
reliever will open allowing the excess gas pressure from
the pyrolyser to flow into the thermal oxidizer where the
syngas is converted into inert gas.

6. A pyrolysis system according to claim 1 further com-

prising:

an energy converter configured to combust syngas and
convert it to electrical energy.

7. A pyrolysis system according to claim 6 wherein said

energy converter is a gas engine.

8. A pyrolysis system according to claim 6 further com-
prising:

athermal oxidiser, in fluid communication with the syngas
outlet, configured to convert any excess syngas not com-
busted in the energy converter, into inert gas.

9. A pyrolysis system according to claim 1 further com-

prising:

a cooling system to cool the pyrolysed biomass to a tem-
perature below which it will ignite upon exposure to
oxygen.

10. A pyrolysis system according to claim 8 wherein the

system further comprises:

a pressure release flow path interconnecting the outlet of
the pyrolyser with the thermal oxidiser, said pressure
release flow path having therein a pressure reliever con-
figured such that, in use, if the syngas pressure in the
pyrolyser exceeds a specific pressure the pressure
reliever will open allowing the excess gas pressure from
the pyrolyser to flow into the thermal oxidiser where the
syngas is converted into inert gas.

11. A pyrolysis system according to claim 1 wherein:

the pyrolyser is arranged such that biomass and exhaust gas
pass therethrough in opposite directions.

12. A pyrolysis system according to claim 11 wherein the
exhaust gas enters the pyrolyser through a substantially cone
shaped section and wherein the outlet for pyrolysed biomass
is at the point of the cone such that as the biomass approaches
the outlet the distance from the surface of the cone to the
centre of the biomass reduces.
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